
HIGH QUALITY 
ELASTOMERIC 
ROOF COATING

SOLADUR 800 PW (PREMIUM WHITE) 

FEATURES AND BENEFITS

•  Extends the useful life of the roof.
•  UV resistant.
•  Decreases roof surface temperature which can 	
   reduce energy costs and protect heat-sensitive 	
   membranes.
 

•  Offers high tensile strength and elongation.
•  Resistant to dirt pick up and is fungal and  
   algal resistant.
•  Low VOC and non-flammable.

CONTAINER SIZES 5 GAL, 55 GAL

Product Description: Soladur is a high-quality water-based elastomeric topcoat coating available in white, which 
cures to form a seamless membrane when applied over the entire roof area. In addition to keeping the surface 
cool, Soladur extends the life cycle of new and existing roof systems, providing protection from ultraviolet sun and 
other weather exposures.
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APPLICATION
Mechanically mix before using. Do not store above 90ºF. Apply only at temperatures above 40ºF and rising with 
less than 90% humidity and no threat of rain for 48 hours. Surfaces must be power washed clean with a suit-
able residue-free detergent. The surface may be damp but must be free of standing water. Surface temperatures 
should be under 100ºF to avoid premature curing. This product displays very good resistance to intermittent 
ponding water. However, when applied to areas that retain water permanently or near-permanently, service life 
will be severely diminished and adhesion failure can be expected.

Apply with a roller or suitable spray equipment at the rate of 1.25 gallon per 100 sq. ft. Spray application is pre-
ferred as it will yield a smoother surface that will be less likely to pick up dirt. Drying time for second coat @ 70ºF 
is 2 to 4 hours. Clean up uncured coating with soap and water.
KEEP FROM FREEZING 
CAUTION
Avoid prolonged contact with skin or fumes. If irritation occurs seek medical attention. If swallowed, do not  
induce vomiting.
KEEP OUT OF REACH OF CHILDREN.
First Aid: In case of eye contact, flush immediately with plenty of water for at least 15 minutes and get medical 
attention immediately; for skin, wash thoroughly with soap and water.
If spilled, contain spilled material and remove with inert absorbent. Dispose of contaminated absorbent,  
container, and unused contents in accordance with local, state and federal regulations.
Warning: This product contains a chemical known to the State of California to cause cancer.

SPECIFICATIONS

Meets ASTM D6083-97a for 100% Acrylic Roof Coating.
Base	 100% Acrylic
Color...................	 White
Solar Reflectivity............................. (Initial) 84%	 ASTM C1549
Thermal Emittance.......................... (Initial) 89%	 ASTM C1371
SRI (Solar Reflectance Index).............106	ASTM E1980-01
SRI (Solar Reflectance Index) Aged.... 93	 ASTM E1980-01
Flammability.................................... Wet:	 Non-flammable
....................................	 Dry: Class A	 U.L. 790
...................................	 Dry: Class A	 ASTME108
Elongation . (initial)	 >250%	 ASTM D2370
(after weathering)	 >175%	 ASTM D2370
Tensile Strength ...............................>250 psi	 ASTM D2370
1000 hr Xenon Arc UV Exposure .....Pass	 ASTM D4798
Permeance..........................................<15	ASTM D1653
Wet Adhesion (pli)  (Emulsion)....... >10	 ASTM D903
Dry Adhesion (pli) (Emulsion)......... >17	 ASTM D903
Tear Resistance..................................>100 lbf/in	 ASTM D624
Low Temperature Flexibility............  Pass 15ºF ½”	ASTM D522
Solids..........................................	 53% by volume	 ASTM D2697
Solids..........................................	 66% by weight	 ASTM D1644
Water Swelling .................................. <20%	 ASTM D471
Fungi Resistance............................... No Growth	 ASTM G21
Dirt Pick-Up Resistance	 Very Good
Weight Per Gallon	 Approximately 11.5 - 12 lbs.
Consistency	 Heavy paint, for heavy duty spray, brush or roller
Viscosity.............................................100-110 (KU)	ASTM D562
Application Temperature.....	 Min. 50º F Max. 100 ºF (ambient)
Drying Time............	 (70ºF @ 50% r.h.) @100 sq.ft./gal. = 1 hour
Min. Mil Thickness	 (Dry) 20 Mils
Recommended Mil Thickness.......... (Dry) 24+ Mils

LIMITED WARRANTY

TO THE EXTENT ALLOWED BY LOCAL LAW, 
EXCEPT AS SET FORTH BELOW, SELLER 
MAKES NO WARRANTY OF MERCHANTABILI-
TY OR FITNESS FOR ANY PARTICULAR PUR-
POSE WITH RESPECT TO THE GOODS HEREIN 
SOLD. THERE ARE NO OTHER WARRANTIES 
OF ANY KIND EXPRESS OR IMPLIED BEYOND 
THE TERMS SET FORTH ON THE FACE HERE-
OF. NO EMPLOYEE OR AGENT OF SELLER IS 
AUTHORIZED TO ALTER THE TERMS HEREOF.

Seller warrants that this product shall be free 
of any defect in material or workmanship under 
normal use for a period of 12 months from the 
date of purchase. This warranty does not ex-
tend to any defect or failure caused by misuse 
and/or incorrect application.

LIMITATION OF LIABILITY: In the event of a de-
fect or failure falling under this warranty, Buyers 
sole remedy shall be refund of the purchase 
price or replacement of the defective materi-
al, at Seller’s option. Under no circumstances 
shall Seller be liable for any losses or damages 
caused by this product, whether direct, indirect, 
special, incidental or consequential damages, 
whether based on contract, tort (including neg-
ligence) or any other legal theory.


